






 
 

 
 

 
 

 
 

 
 

M
A

N
I

F
O

L
D

 
T

U
B

I
N

G
 

C
O

N
N

E
C

T
I

O
N

S

13

E
M

I
S

S
I

O
N

 
C

O
N

T
R

O
L

EF-100	 Vaplock filter cartridge
EF-100V	 Vaplock filter cartridge, pack of 5	
	

ACTIVATED CARBON VAPOR FILTERS

CARBON FILTER ADAPTERS

VAPLOCK™ EF-100 carbon filters require an adapter for con-
nection to various emission sources.  Each filter contains a 
tapered 1/4” female NPT port; select from the list below to 
adapt filters to a typical system, or contact your distributor 
for assistance with any special requirements.   Note that filter 
adapters for Justrite containers are made to fit either stain-
less steel or Polypropylene quick disconnects, but may not be 
interchanged. Stainless must connect to stainless, Polypropyl-
ene to Polypropylene.  Stainless quick disconnect options allow 
for either a Teflon or Viton O-ring.

Adapt carbon filters to point source emissions 

Custom adapter solutions available

All adapters are reuseable

FA-005
Adapter with 1/2” NPT male thread

FA-004
Adapter with 1/4” NPT male thread

FA-019
Adapter with 1/4-28 male thread

FA-001	 Luer lock adapter, Polypropylene	
FA-002	 Male slip-type luer adapter, Polypropylene	
FA-003	 1/4-28 adapter, long, Polypropylene	
FA-004	 1/4” NPT adapter, Polypropylene	
FA-005	 1/2” NPT adapter, Polypropylene	
FA-010	 Justrite® can adapter, PP / EPDM	
FA-007	 Justrite® can adapter, SS / Viton®	
FA-015	 Justrite® can adapter, SS / Teflon®

FA-017	 Justrite® can adapter, elbow, PP / EPDM
FA-018	 Justrite® can adapter, elbow, SS / Viton®

VAPOR FILTER ADAPTERS

FA-015
Adapts filter to a female stainless steel 
quick disconnect on a Justrite waste can

FA-018
Adapts filter to a female stainless steel 
quick disconnect on a Justrite waste can, 
with elbow adapter

FA-017
Adapts filter to a female Polypropylene 
quick disconnect on a Justrite waste 
can, with elbow adapter

FA-010
Adapts filter to a female Polypropylene-
quick disconnect on a Justrite waste can

C A R B O N  F I L T E R S

Reduce odors from solvent waste containers by installing a Va-
plockTM carbon filter, which may be adapted to a number of low 
pressure emission sources.  Dispose of spent cartridges in accor-
dance with local safety codes.

Minimize odors by adsorption before they enter 
the lab environment

Constructed of activated coconut shell carbon 
and silica dessicant, with Polypropylene housing

Economically priced
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CUSTOM DESIGN SOLUTIONS

Western Fluids Engineering partners with Vaplock distributors 
to develop custom solutions to solvent and fluid-handling labo-
ratory problems.  We offer product design and manufacturing 
services tailored to applications with sufficient quantity and 
scope.  Please contact your local distributor for assistance.

Products engineered to your specifications

Product design, development, and outsourcing 
assistance



VAPOR AND SPILL CONTROL FOR LABORATORY SOLVENTS

C L O S E D  S Y S T E M S
FOR SOLVENT  CONTA INMENT

C L O S E D  S Y S T E M S
FOR SOLVENT  CONTA INMENT
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